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Gemas PAR 56 LED Bulbs: 

- Polycarbonate body. 

- 50.000 hours long life. 

- All the light circuits has Automatic Current Control against overheat to ensure long life. 

- Mechanical sealing without any chemical adhesives. 

- For built-in PCB models RGB 13, for central PCB models RGB 16 different lighting patterns. 

- Changing programs with switch on and off. 

- For built-in control bulbs two-core cable infrastructure and for central PCB bulbs four-core 

or two-core cable infrastructure together with a central control panel is required. 

- It is recommended to use central control models to avoid synchronisation problems in 

systems with more than 10 bulbs. 

 

Technic Specifications: 

 

PRODUCT CODE PRODUCT INFO WATT (W) VOLT LIGHT 
INTENSITY 
(lm) 

LIGHT 
ANGLE 

0532322 9 POWER OSRAM RGB 23 12 855 80° 

0532121W 30 POWER RGB-W 30 12 2490 140 

0532223W 30 POWER RGB-W 50 12 4410 140° 

0532911 6 POWER WHITE 8 12 3114 45° 

0532120 6 POWER RGB 7 12 1104 60° 

05321111 27 POWER WHITE 35 12 3510 140° 

0532122 27 POWER RGB 35 12 1638 140° 

05321121 27 POWER DAYLIGHT 35 12 2322 140° 

0532411 12 POWER OSRAM WHITE 31 12 3000 80° 

0532111 18 POWER WHITE 23 12 2340 140° 

0532121 18 POWER RGB 23 12 1092 140° 

0531111 252 SMD WHITE 40 12 4834 120° 

0531211 252 SMD RGB 30 12 2217 120° 

0531112 252 SMD DAYLIGHT 40 12 4834 120° 

0531101 63 SMD WHITE 20 12 2490 120° 

0531201 54 SMD RGB 15 12 1134 120° 

 



 

Bulb Details: 

 

 

  

 

 
 

 

 

 

 


