
 

 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 
 

 

 

 

 
 
 

 

 
ADDRESS (HEAD OFFICE): 16 YASEMIN STREET, MIMAR SINAN, KEMERBURGAZ, EYUP/ISTANBUL  

Code Description Pieces/Box Weight (kg) Volume (m3) 

14311 For pools of 12.5 m width 1 16.00 0.060 

14312 For pools of 25 m width 1 14.00 0.050 

14321 For pools of 12.5 m width 1 12.00 0.057 

14322 For pools of 25 m width 1 14.00 0.030 
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POST SETS 

Set of Backstroke Turn Indicators: Composed of 2 posts Ø 42 mm. in AISI 304 

quality stainless steel. Height: 1.80 m. One of them is with a pulley and the 

other with a fixing element for cord. Complete with nylon cord and flags. 

Set of False Start Posts: Composed of 2 posts Ø 42 mm. in AISI 304 quality 

stainless steel. Height: 1,80 m. One of them is with a pulley and the other with 

a fixing element for cord. Complete with plastic floats and nylon cord. 
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FOR OLYMPIC POOLS 

PS: Designed to be fixed with “14410” or “14420” anchors which are not included. Two sets are necessary for 

a competition pool. 
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